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Description  / Dénomination

Impeller / Roue
AISI-316

Materials / Matériaux
3-5-10-15-22-33-46-66-92-125

Diffusers  / Diffuseurs

Pump shaft / Arbre pompe
Joint / Joint

Suction/discharge casing / Corps asp. ref.

AISI-316
EPDM

AISI-316
AISI-316

NLX 3/6
NLX 3/7
NLX 3/8
NLX 3/10
NLX 3/12
NLX 3/13
NLX 3/19
NLX 3/21
NLX 3/25
NLX 3/27
NLX 5/5
NLX 5/7
NLX 5/8
NLX 5/9
NLX 5/11

44,4
52,5
60
75

89,6
98,1
144,3
159,3
188,5
204,4

38
52,7
60,1
68

82,8

43,4
51,8
59,1
73,8
87,8
96,7
142,3
156,9
186,1
201,7

42,6
51

58,2
72,7
86,4
95,4
140,3
154,6
183,3
198,8

41,6
50
57

71,3
84,5
93,5
137,5
151,4
179,3
194,7

40,2
48,7
55,4
69,3
82,1
91

133,9
147,3
174,1
189,4

38,6
47

53,4
66,9
79,1
87,8
129,2
142,1
167,6
182,7
36,4
50,7
57,6
65,5
79,3

Type

0,75
1
1

1,5
1,5
2
3
3
3
4
1

1,5
1,5
2
2

HP

0,55
0,75
0,75
1,1
1,1
1,5
2,2
2,2
2,2
3

0,75
1,1
1,1
1,5
1,5

KW
0 1,2 1,5 1,8 2,1 2,4 8,57,264,43,632,7m3/h
0 20 25 30 35 40 14112010073605045l/min

Performance and characteristics / Performances et caractéristiques

Pump shaft coupled to motor shaft
Arbre de pompe accouplé à l’arbre du moteur

039

High pressure vertical multistage electric pumps / Pompes verticales multicellulaires haute pression

36,6
45
51

63,8
75,5
83,9
123,5
135,7
159,7
174,4

36
50,1
57

64,8
78,4

34,3
42,5
48,1
60,2
71,1
79,2
116,7
128

150,3
164,5
35,5
49,5
56,2
64

77,5

28,5
36,1
40,7
51

59,9
67,2
99,1
108,5
126,6
139,4
34,5
48,1
54,6
62,2
75,2

18,5
24,6
27,5
34,5
40,1
45,6
67,6
73,6
84,8
94,4
32,9
45,8
51,8
59,3
71,4

28,2
39,1
44,1
50,6
60,7

23,5
32,2
36,2
41,9
49,9

17,1
23,1
25,8
30,2
35,6

Dimensions page: 180

Construction
Moteurs
Moteurs électriques 2.900 t/min, 50 Hz.
Construction suivant table de dimensions.
Isolement classe F. Protection IP55.
Monophasés: 230 V
Triphasés: 230/400V ou 400/690V.

Sur commande
Possibilité de livraison avec variateurs de
vitesse Variache et Varivip suivant puissance
et tension.

Applications
Pompes verticales multicellulaires haute
pression conçues pour des installations «
EN LIGNE ». Pompe universelle pour
applications civiles et industrielles, groupes
de pression pour logements, installations
anti-incendie, lavage à pression, irrigation,
traitement des eaux et osmose inverse,
alimentation de chaudières, etc. Température
maximum du liquide pompé : 120ºC.

Construction
Motors
Electric motors at 2.900 t/min, 50 Hz.
Construction as shown in dimensions table.
Class F insulation. IP55 protection.
Single-phase: 230 V
Three-phase: 230/400V or 400/690V.

On request
Can be delivered with Variache and Varivip
frequency inverters depending on power and
voltage.

Applications
High pressure vertical multistage electric
pumps designed for “IN LINE” installations.
Standard pump for civil and industrial
applications, pressure equipment for housing
use, fire prevention installations, pressurised
washing systems, irrigation, water treatment
and inverse osmosis, supplying boilers, etc.
Maximum pumped liquid temperature:
120ºC.

NLX

Stainless Steel AISI 316
Inoxydable AISI 316
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NLX 5/13
NLX 5/16
NLX 5/18
NLX 5/23
NLX 5/25

43,5
51,8
59,5
78,2
84,1

59,9
72,1
82,3
107,2
115,7

72,6
87,8
99,9
129,6
140,1

95
115,9
131,1
168,9
183,1

Type

3
3
4

5,5
5,5

HP

2,2
2,2
3
4
4

KW
0 1,2 1,5 1,8 2,1 2,4 8,57,264,43,632,7m3/h
0 20 25 30 35 40 14112010073605045l/min

94
114,6
129,7
167,2
181,1

92,8
113,1
128

165,1
178,9

90
109,6
124,1
160,2
173,5

85,5
103,9
117,8
152,3
164,8

98,3
120,5
135,8
174,4
189,2

m
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NLX 22/2
NLX 22/3
NLX 22/4
NLX 22/5
NLX 22/6
NLX 22/7
NLX 22/8
NLX 22/9
NLX 22/10
NLX 22/12
NLX 22/14
NLX 22/17

11,5
16,6
23

28,8
42,6
48,8
58,2
64,8
71,3
87,4
100,6
109,8

28,4
42,2
56,8
70,9
88,8
103,1
119,2
133,7
148,2
178,6
207,7
223,6

Type

3
4

5,5
7,5
10
10
15
15
15
20
20
25

HP

2,2
3
4

5,5
7,5
7,5
11
11
11
15
15

18,5

KW
0 6 8 10,2 11 27,625,8242119,816,214m3/h
0 100 133 170 183 460430400350330270233l/min

27,2
40,4
54,4
67,9
85,7
99,4
115,2
129,2
143,1
172,9
200,9
216,5

23,3
34,5
46,6
58,3
75,4
87,2
101,6
113,8
125,9
152,9
177,4
191,6

22,2
32,8
44,4
55,6
72,4
83,7
97,7
109,3
120,9
147

170,4
184,2

18,9
27,8
37,9
47,4
63,3
73,1
85,7
95,8
105,8
129,1
149,4
161,8

30,4
45,4
60,9
76

93,2
108,5
124,6
140,1
155,4
186,1
216,6
232,7

26
38,5
51,9
64,9
82,5
95,7
111

124,4
137,8
166,8
193,7
208,9

16,6
24,2
33,1
41,4
56,7
65,3
77
86

94,8
115,9
133,9
145,3

29
483

13,8
20,2
27,7
34,7
49,1
56,5
66,9
74,6
82,3
100,7
116,1
126,3

m
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NLX 10/4
NLX 10/5
NLX 10/6
NLX 10/7
NLX 10/9
NLX 10/10
NLX 10/13
NLX 10/15
NLX 10/17
NLX 10/18
NLX 15/3
NLX 15/4
NLX 15/5
NLX 15/6
NLX 15/7
NLX 15/8
NLX 15/9
NLX 15/11
NLX 15/13
NLX 15/17

34,8
44,9
53,1
62,1
80

88,2
116,4
132,8
154,7
163,2
39,1
53,1
65,8
79,4
91,9
108
121

148,5
174,5
231,4

32,6
42,2
49,8
58,3
75,1
82,8
109,2
124,3
145,2
153,1
38,6
52,5
65

78,4
90,8
106,8
119,6
146,8
172,5
228,9

Type

2
3
3
4

5,5
5,5
7,5
7,5
10
10
4

5,5
5,5
7,5
7,5
10
10
15
15
20

HP

1,5
2,2
2,2
3
4
4

5,5
5,5
7,5
7,5
3
4
4

5,5
5,5
7,5
7,5
11
11
15

KW
0 5 6 8 10,2 11 27,625,8242119,816,214m3/h
0 83 100 133 170 183 460430400350330270233l/min

21,7
29

33,9
39,8
52,1
57,2
74,3
83,9
98,8
104
36,2
49,4
61

74,1
85,7
100,8
112,8
138,9
163,1
216,9

44,2
56,1
66,8
78,3
100,1
110,8
146,5
167,9
193,2
204,2

43
54,7
65

76,2
97,5
107,9
142,7
163,4
188,5
199,1

39,9
50,9
60,4
70,8
90,8
100,3
132,6
151,6
175,7
185,5
40,4
54,7
67,8
81,5
94,5
110,9
124,4
152,4
179,2
237,3

47,7
60

71,8
83,6
106,3
118
156

179,5
205

216,9
43,3
58,4
72,7
87,6
101,9
117,4
131,9
162,3
191,3
251,6

33,8
46,3
57,1
69,9
80,6
94,9
106,1
131,1
153,7
205

28,7
39,7
48,7
60,3
69,4
82

91,5
113,8
133,1
178,4

26,5
36,9
45,2
56,3
64,7
76,7
85,5
106,5
124,5
167,3

20,1
28,7
34,9
44,2
50,5
60,6
67,4
84,7
98,6
133,6

m
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NLX 33/1-1
NLX 33/1
NLX 33/2-2
NLX 33/2-1
NLX 33/2
NLX 33/3-2
NLX 33/3-1
NLX 33/3
NLX 33/4-2
NLX 33/4-1
NLX 33/4
NLX 33/5-2
NLX 33/5-1
NLX 33/5

16,2
21,7
34,1
38,8
45

55,2
61,3
67,4
78,8
85

91,1
101,6
107,2
114,9

Type

3
4

5,5
5,5
7,5
7,5
10
10
10
15
15
15
15
20

HP

2,2
3
4
4

5,5
5,5
7,5
7,5
7,5
11
11
11
11
15

KW
0 12 15 18 22 40 54 603025m3/h
0 200 250 300 367 667 900 1000500417l/min

15,7
21,2
33,3
37,9
44,1
53,8
60
66
77
83
90
100
105
113

14
20
30
35
41
49
56
62
72
78
85
93
99
107

12,2
17,8
27
32
39
44
51
58
66
73
80
85
92
101

6,7
12,7
16,6
22,3
29,9
29,6
37

44,6
47,2
55,1
63,1
63
70

80,5

17,4
23,8
35,1
40,8
47,8
57,7
64,5
71,5
82

88,9
95,9
106

112,7
120,4

15
20
32
36
43
51
58
64
74
81
87
96
102
110

35
583

9,8
15,5
22,4
27,5
35
38
45
52
58
65
73
76
82
92

45
750

NLX
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NLX 33/6-2
NLX 33/6-1
NLX 33/6
NLX 33/7-2
NLX 33/7-1
NLX 33/7
NLX 33/8-2
NLX 33/8-1
NLX 33/8
NLX 33/9-2
NLX 33/9-1
NLX 33/9
NLX 33/10-2
NLX 33/10-1
NLX 33/10
NLX 33/11-2
NLX 33/11-1
NLX 33/11
NLX 33/12-2
NLX 33/12-1
NLX 33/12
NLX 33/13-2
NLX 33/13-1
NLX 46/1-1
NLX 46/1
NLX 46/2-2
NLX 46/2
NLX 46/3-2
NLX 46/3
NLX 46/4-2
NLX 46/4
NLX 46/5-2
NLX 46/5

126,9
133,5
139

149,9
156,6
162,8
173,7
179,5
185,1
194,1
201,2
206,8
217,2
225

231,3
244

249,2
253,6
266,2
271,5
276,7
291,1
294,9

Type

20
20
20
20
25
25
25
25
30
30
30
30
30
40
40
40
40
40
40
40
40
40
40
4

5,5
7,5
10
15
15
20
20
25
25

HP

15
15
15
15

18,5
18,5
18,5
18,5
22
22
22
22
22
30
30
30
30
30
30
30
30
30
30
3
4

5,5
7,5
11
11
15
15

18,5
18,5

KW
0 12 15 18 22 40 54 603025m3/h
0 200 250 300 367 667 900 1000500417l/min

125
131
137
147
154
160
171
177
182
191
198
204
213
221
228
240
245
250
262
267
272
286
290

116
124
129
138
145
152
161
166
172
179
186
193
200
209
216
226
232
236
246
252
258
270
274
18,8
23,5
39,2
47,7
64
73
90
98
113
123

108
116
121
128
136
142
150
156
161
166
174
181
186
196
203
211
217
222
229
236
242
252
256
17,9
22,5
37,8
46,1
62
71
87
96
110
120

81,2
90,4
96,1
98,2
106,2
113,3
115,3
121,7
128

127,9
135,9
143,7
143,9
154,2
162,2
163,7
171

176,9
178,3
185,6
192,9
197,6
202,4
15,1
19,9
32,9
41,7
56
65
79
87
100
110

131,2
139,1
145,6
156

163,3
170,3
180,6
187,4
194,1
202,1
210,2
216,8
226,4
234,5
241,8
252
259

265,7
275,9
282,8
289,8
300,5
306,9
19,5
27,2
38,8
52,6
64,7
80,8
92,4
107,3
117,2
134,5

120
128
133
143
150
156
166
171
177
185
192
198
207
215
222
233
238
243
254
260
265
278
282
19,2
24

39,8
48,5
65,1
74,3
90,7
99,8
114,8
125,1

35
583

96
105
110
115
123
130
135
141
147
150
157
165
168
178
185
190
197
203
207
214
221
228
233
16,7
21,4
35,7
44,2
60
68
83
92
106
116

45
750

13,1
18,2
29,4
38,7
52
60
73
82
93
103

8,5
14,3
21,1
31,4
40,4
50
58
68
75
86

4,6
10,8
13,9
25,1
30,8
40,7
45,6
55,9
60,2
71,5

m
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NLX 46/6-2
NLX 46/6
NLX 46/7-2
NLX 46/7
NLX 46/8-2
NLX 46/8
NLX 46/9-2
NLX 46/9
NLX 46/10-2
NLX 46/10
NLX 46/11-2
NLX 46/11
NLX 46/12-2
NLX 46/12
NLX 46/13-2

113
124
134
145
155
164
174
187
198
208
222
230
243
250
259

Type

30
30
40
40
40
40
40
50
50
50
60
60
60
60
60

HP

22
22
30
30
30
30
30
37
37
37
45
45
45
45
45

KW
0 12 15 18 22 40 54 603025m3/h
0 200 250 300 367 667 900 1000500417l/min

92
104
110
122
127
137
143
157
164
174
184
194
202
210
214

138
148
163
173
188
196
212
222
238
247
264
273
289
297
312

134
144
158
168
182
191
206
217
232
241
258
266
282
290
304

122
132
144
155
166
175
187
199
212
221
237
245
259
267
277

143,7
161

171,3
188,6
198,2
213,1
224,8
240,9
252,7
267,6
280,4
295,5
307,3
321,8
332,5

139,3
149,9
164,9
175,5
190

198,6
214,5
225,2
241,1
250,3
267,4
276,4
292,5
301

316,2

35
583

129
139
152
162
176
184
198
209
223
232
249
257
272
280
292

45
750

73,4
86

88,6
101,2
103,1
112,6
116

130,2
133,9
144,8
151,1
161,3
165,8
175
175

NLX
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NLX 66/1-1
NLX 66/1
NLX 66/2-2
NLX 66/2-1
NLX 66/2
NLX 66/3-2
NLX 66/3-1
NLX 66/3
NLX 66/4-2
NLX 66/4-1
NLX 66/4
NLX 66/5-2
NLX 66/5-1
NLX 66/5
NLX 66/6-2
NLX 66/6-1
NLX 66/6
NLX 66/7-2
NLX 66/7-1
NLX 66/7
NLX 66/8-2
NLX 66/8-1
NLX 66/8

19,9
23,8
39,5
46,7
52,8
67
74
81
94
100
107
120
127
133
147
153
160
174
180
187
200
207
213

19,4
23,3
38,6
45,8
52
66
72
79
92
99
105
118
125
131
144
151
158
171
177
184
197
204
210

Type

5,5
7,5
10
15
15
20
20
25
25
30
30
40
40
40
40
40
50
50
50
60
60
60
60

HP

4
5,5
7,5
11
11
15
15

18,5
18,5
22
22
30
30
30
30
30
37
37
37
45
45
45
45

KW
0 30 36 42 45 54 1201089685787260m3/h
0 500 600 700 750 900 2000180016001417130012001000l/min

17,8
21,8
36

42,9
49,3
62
68
75
86
93
100
111
118
125
136
143
150
161
168
174
186
193
199

13,3
17,9
26,4
34,8
42
49
56
64
70
78
86
92
99
107
113
121
128
134
142
150
156
163
171

11,2
16,1
22,2
31,2
38,9
43,3
51
60
63
71
79
83
91
99
103
111
119
122
131
139
142
150
159

8,3
13,5
16,4
26,2
34,7
35,3
44

53,5
52,8
61,8
70,8
70,4
79,5
88,5
88,1
97,2
106,2
105,8
114,9
123,9
123,5
132,6
141,6

23,8
29,2
47,5
54,2
60,4
78,4
84,7
91,4
108,9
115,2
121,6
139,1
145,6
152

169,5
176

182,4
199,9
206,4
212,8
230,3
236,8
243,2

16,6
20,7
32,9
40,6
47,1
58
65
72
82
89
96
106
112
119
129
136
143
153
160
167
177
184
191

20,7
24,8
41,2
48,2
54,4
70
76
83
97
103
110
124
131
137
152
158
164
179
185
192
206
213
219

21,4
25,8
42,6
49,6
55,7
71,6
77,8
84,7
99,6
105,9
112,5
127,5
134

140,4
155,6
162

168,5
183,7
190,1
196,5
211,8
218,2
224,6

NLX 92/1-1
NLX 92/1
NLX 92/2-2
NLX 92/2
NLX 92/3-2
NLX 92/3
NLX 92/4-2
NLX 92/4
NLX 92/5-2
NLX 92/5
NLX 92/6-2
NLX 92/6
NLX 92/7-2

5,5
7,5
11
15

18,5
22
30
30
37
37
45
45
45

7,5
10
15
20
25
30
40
40
50
50
60
60
60

24,5
33,5
49,4
67,8
82,4
102,2
115,7
133,1
149

166,4
183,3
200,9
216,8

11,8
17,6
24,6
36,3
43,6
56
63
75
81
94
101
113
120

22,2
28,7
45,1
58,2
74,4
88,2
104
117

133,2
146,3
163,1
175,9
192,4

21,5
27,2
43,7
55
72
84
100
112
128
140
156
168
184

19,4
24,3
39,6
49,5
65
76
90
101
116
126
141
151
167

18,5
23,3
37,9
47,6
62
73
87
97
111
121
135
146
160

17,3
22,2
35,5
45,2
59
69
82
92
105
115
129
139
152

20,9
26,2
42,5
53
70
81
97
108
124
135
152
163
179

15
20,2
30,9
41,4
52
63
74
85
95
106
117
127
138

7,9
14,3
16,8
29,6
32,9
46,3
49

62,5
64,6
78,1
81

94,2
96,7

Type HPKW
0 30 36 42 45 54 1201089685787260m3/h
0 500 600 700 750 900 2000180016001417130012001000l/min

m
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NLX 125/1
NLX 125/2
NLX 125/3
NLX 125/4
NLX 125/5
NLX 125/6
NLX 125/7
NLX 125/8-2

11,3
27,7
41,5
55,4
69,2
83,1
96,9
108,9

20,8
44,4
66,5
88,7
110,9
133,1
155,2
174,4

Type

10
20
30
40
50
60
75
75

HP

7,5
15
22
30
37
45
55
55

KW
0 36 45 54 60 72 16013812912011410285m3/h
0 600 750 900 1000 1200 2666230021502000190017001416l/min

19,8
42,5
63,8
85

106,3
127,6
148,8
167,2

16,8
37,1
55,7
74,2
92,8
111,3
129,9
145,9

15,3
34,4
51,6
68,8
86

103,2
120,4
135,3

14,4
32,9
49,4
65,8
82,3
98,7
115,2
129,4

27,6
53,8
80,7
107,6
134,5
161,4
188,3
211,5

18,6
40,4
60,6
80,7
100,9
121,1
141,3
158,7

12,9
30,4
45,7
60,9
76,1
91,3
106,6
119,7

6,2
19,6
29,4
39,2
49

58,8
68,6
77,1

NLX
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