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Performance and characteristics / Performances et caractéristiques

SDX 400

Type

SDX 1100
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Stainless steel submersible electric pumps for drainage / Électropompe submersible d’épuisement en ino x.

Pompe
Carcasse : acier inoxydable AISI 304
Arbre : AISI 304.

Moteur
Monophasé 230 V.
50 Hz
2.900 t/min.
Protection IP68
Disjoncteur moteur intégré
Isolement classe F.

Applications
Conçue pour l’extraction d’eaux de filtrages
de sous-sols, caves, fonds de piscines et en
général d’eaux relativement propres.

Construction
Fournie avec 10 m de câble et pris Schuko.
Equipée de bouée à parcours réglable pour
l'arrêt et le démarrage automatique.
Température maximum du liquide : 40ºC
Roue Vortex

Pump
Casing: stainless steel AISI 304
Shaft: AISI 304.

Motor
Single-phase 230 V.
50 Hz
2900 t/min.
IP68 protection
Incorporated capacitor
Incorporated motor circuit breaker
Class F insulation.

Applications
Designed for pumping filtration water from
basements, cellars, bottoms of swimming
pools and in general fairly clean water.

Construction
Supplied with 10 m cable and Schuko plug.
Fitted with adjustable range buoy for
automatic starting and stopping.
Maximum liquid temperature : 40ºC
Vortex impeller

All Made of Stainless Steel
Tout en Inoxydable
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