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Air blower

Applications
Air blower for whirlpool baths.

Materials

Body in polypropylene.
Impeller in aluminium.
Diffuser in polyamide.

O-rings in NBR.

Motor

Class B insulation.

IP X5 protection.
Continuous operation.
Further protection to be
undertaken by installer.

Features

Vento: vertically mounted.
Vento H: horizontaly mounted.

Vento IN: on/off Pneumatic switch.
Vento RE: with 300 W heater.

Vento IR: on/off neumatic switch, with
300 W heater.

Dimensions and weights

Modelo A B C D E F G H 1 kg
Vento 187 | 255 | 151 10 M5 | 32/40 | @90 | 1202 2
VentoH | 164 245 151 10 M5 32/40 | 93,25 | 30,25 41 2
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Hydraulic performance table
1(A) P1 (kW) Manometric head (m)
Model 1
230V 1~ - 0,4 0,5 0,6 0,7 0,8 0,9 1,0 1,2
=
Vento 600 (H) 27 600 E 90 80 70 66 60 52 45 30 R
= <
Vento 600 (H) IN 27 600 S 90 80 70 66 60 52 45 30 B)
2
Vento 600 (H) RE 4 900 90 80 70 66 60 52 45 30 g
3
Vento 600 (H) IR 4 900 90 80 70 66 60 52 45 30 2
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